EUROPEAN PATENT OFFICE 

Patent Abstracts of Japan 


PUBLICATION NUMBER 
PUBLICATION DATE 

APPLICATION DATE 
APPLICATION NUMBER 


03238300 
24-10-91 

09-02-90 
02030639 


APPLICANT : KYOKUTO KAIHATSU KOGYO CO LTD; 
INVENTOR : HONMAKOJI; 

INT.CL. : B66F 9/24 B66C 23/90 B66F 9/06 
B66F 11/04 

TITLE : DEVICE FOR LIMITING WORKING 

RANGE OF WORK VEHICLE FOR 
ELEVATED FOR ELEVATED PLACE 



\ \ \ \ \ 



2 XojKTah 


ABSTRACT : PURPOSE: To improve the accuracy in restricting a work range by detecting a boom 

length limit value from a limit value table storing the boom length limit values for every tilt 
angle of a boom device, and restricting the danger side work when the current boom 
length exceeds the limit value. 

CONSTITUTION: A work table 6 is moved to a work position by being raised or lowered 
with a cylinder 7, extended or retracted, and swiveled. Here, detected values of a load 
from a load cell 8, a load from a pressure sensor 13, a swivel angle from a work table 6 
swivel angle sensor 28, a boom length from a length sensor 1 5, a tilt angle from a tilt 
sensor 14, and a swivel angle from a swivel angle sensor of the boom device 4 are 
inputted to an operation processing section 32. A limit value for the boom length is 
extracted from the table through a limit value output section and compared with the current 
boom length. If the length exceeds the limit value, discriminating and restricting section 
restricts the work on the danger side. 
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